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GENERAL PURPOSE
HINGED STEEL DOORS

DESCRIPTION

Artisan hinged steel doorsets are designed for external and
internal applications, combining, the functionality of a general
purpose steel doorset with aesthetic appeal. Suitable for all
retro-fit and new build applications.

SPECIFICATION

Artisan hinged steel doorsets are constructed from a 90mm
profile - 1.6mm thick zintec steel frame and two 1.2mm thick
zintec steel leafs c/w composite dufaylite honeycomb core to
form a 45mm thick leaf. The door includes a minimum of 4No
stainless steel hinges, 7No 17.5mm dog bolts, integral length
anti-jiemmy strip, DDA compliant aluminium threshold,
weather seals and primer paint finish ready for

on-site painting.

APPLICATIONS

All our hinged steel doorsets are purpose made to suit
individual site dimensions and requirements. They are suitable
for all types of industrial and commercial applications.

PERSONNEL DOOR

« 2 lever handles c/w full euro cylinders
* Union sash lock

* Primer paint finish as standard

FIRE EXIT DOOR

* Single point / 2 point / 3 point panic bar & latch
* Primer paint finish as standard

* “Fire Escape Keep Clear” signage

DOOR OPTIONS
* Single

* Leaf & half

* Double

OPTIONAL EXTRAS
 Polyester powder coat finish from std BS / RAL colour range
* Friction stay = Door closer

* Kick plate = Push plate

* Weather bar

* Drop bar

* Spy viewer

* Letter box

* Louvred panel

* Georgian wired glazing

* Polycarbonate/laminate glazing
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H TI For more information on technical specifications:
n an Tel: 01274 723123 Fax: 01274 727477
Email us at: artisan-doors@tiscali.co.uk

SECURITY DOORS Web: www.artisan-doors.co.uk

Design & print by printing.com Bradford + 01274 718360




4 HOUR FIRE RATED
HINGED STEEL DOORS

DESCRIPTION

4 Hour Fire Rated hinged steel doorset tested to BS476:
PART 22 1987. Designed for external and internal applications,
combining, the functionality of a general purpose steel doorset
with aesthetic appeal. Suitable for all retro-fit and new build
applications on commercial or industrial premises.

SPECIFICATION

Artisan hinged steel doorsets are constructed from a

90mm profile - 1.6mm thick zintec steel frame and two 1.2mm
thick zintec steel leafs c/w composite dufaylite honeycomb
core to form a 45mm thick leaf. The door Includes a minimum
of 4No stainless steel hinges, 7No 17.5mm dog bolts, integral
length anti-jemmy strip, DDA compliant aluminium threshold,
fire rated weather seals, fire rated door closer and primer
paint finish ready for on-site painting.

APPLICATIONS

All our hinged steel doorsets are purpose made to suit
individual site dimensions and requirements. They are suitable
for all types of industrial and commercial applications.

PERSONNEL DOOR

» 2 lever handles c/w full euro cylinders
* Union sash lock

* Fire rated door closer

* Primer paint finish as standard

FIRE EXIT DOOR

* Single point / 2 point / 3 point panic bar & latch
* Primer paint finish as standard

* Fire rated door closer

DOOR OPTIONS
* Single

* Leaf & half

* Double

OPTIONAL EXTRAS

* Polyester powder coat finish from std BS / RAL colour range
* Friction stay

* Kick plate

* Push plate

* Weather bar

* Georgian wired glazing (fire rated)

* Spy viewer (fire rated)
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